
SAFETY DATA SHEETS

Bridgeport Series I
Milling Machines

WARNING

One rust preventative is applied to the machine for shipping.

The selection checked below is the rust preventative applied to the machine with
which this document is supplied. Disregard the Safety Data Sheets for the rust pre-
ventative that is NOT checked.

Chemetall EZE 767® Rust Preventative

ITW Rustlick™ 631 Rust Preventative

Revised: June 13, 2017

Manual No. M-509C Litho in U.S.A.
Part No. M C-0009500-0509 June, 2017



INTRODUCTION

Safety Data Sheets (SDS) are provided in compliance with the Occupational Safety and Health Ad-
ministration (OSHA) Hazard Communication Standard 1910.1200 and various "Right-to-Know” laws.

These data sheets provide important information regarding the chemicals used in or supplied with
Hardinge machines. Refer to the index of data sheets for the list of chemicals used with your machine,
where the chemicals are used, and the page numbers for the associated data sheets.

Hardinge Inc. recommends that all of the people who operate and maintain this Hardinge machine,
read and understand the SDS provided. These data sheets should be directed to your health and
safety coordinator and be made readily accessible to employees in case of an emergency.

SDS for any other chemical used on this Hardinge machine should be obtained from that chemical
manufacturer and forwarded to your safety coordinator.

In the event that the Hardinge product is resold or redistributed, law requires that the SDS packet
be included with the product. Any questions regarding the chemicals described herein should be di-
rected to the health and safety department of the chemical supplier listed on the appropriate data
sheet.

WARNING

Keep all SDS in a safe and easily accessible location.

Refer to the front cover of this document to determine which rust preventative was
applied to the machine with which this document is supplied.

INDEX OF CHEMICALS

Chemical Where Used Pages

Accu-Lube® LB-2000 Lubricant Metal-cutting lubricant 1 - 7

Lubriplate® No. 630-AA Grease X axis and Y axis power feed 9 - 20

Mobil™ DTE™ Oil Light Spindle bearings 21 - 31

Mobilgrease XHP 221 Gears in head 33 - 42

Mobil Mobiltemp SHC™ 32 Grease
Knee elevating screw, Ram positioning rack,
Head pivot gear, Turret pivot gear

43 - 52

Chemetall EZE 767® Rust Preventative External rust preventative for shipment 53 - 60

ITW Rustlick™ 631 Rust Preventative External rust preventative for shipment 61 - 69

Shell Gadus S3 A1000XD 2 Grease Knee elevating gears 71 - 85

Shell Tonna S2 MX 68 Oil Machine ways 87 - 100
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DOCUMENT REVISION RECORD

Date
Document
Revision

Level
Description

June 4, 2010 - Initial Release

August 26, 2010 A
Added Accu-Lube LB2000 MSDS.

Added revision record.

November 9, 2010 B
Replaced Nalco Rustphree 4746 A Rust Preventative Oil with
Chemetall Oakite Rustphree 4744 Rust Preventative Oil.

June 13, 2017 C Updated safety data sheets.
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Hardinge Inc.

One Hardinge Drive

Elmira, New York 14902-1507 U.S.A.

Phone: (607) 734-2281 or (800) 424-2440 FAX: (607) 734-8819

www.hardinge.com
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